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BUFFALO   

DIMENSION

Configuration	 Width	 Depth	 	Seat	Depth	 	Back	Height		 	Seat	Height	 Weight	 Volume

cm	 inch	 cm	 inch	 cm	 inch	 cm	 inch	 cm	 inch	 kg	 lb	 m3 f t 3

3S2VE,	3S2VA				 225	 89	 98	-	152	 39	-	60	 56	 22	 98	 39	 46	 18	 108	 238														2.16												76.31
2.5S2V,	2.5S2VA				 210	 83	 98	-	152	 39	-	60	 56	 22	 98	 39	 46	 18	 102	 							225													2.02												71.22
2.5S1VLA,	2.5S1VRA			 210	 83	 98	-	152	 39	-	60	 56	 22	 98	 39	 46	 18	 95	 							210													2.02												71.22
2S2VA			 166	 65	 98	-	152	 39	-	60	 56	 22	 98	 39	 46	 18	 92	 203														1.59												56.30
2S1VLA,	2S1VRA			 166	 65	 98	-	152	 39	-	60	 56	 22	 98	 39	 46	 18	 85	 188														1.59												56.30
1S1V			 106	 42	 98	-	152	 39	-	60	 56	 22	 98	 39	 46	 18	 50	 111														1.02												35.95
2EL1VA,	2ER1VA										142	 56	 98	-	152	 39	-	60	 56	 22	 98	 39	 46	 18	 80	 177														1.36												48.16
1EL1V,	1ER1V				 83	 33	 98	-	152	 39	-	60	 56	 22	 98	 39	 46	 18	 47	 104														0.80												28.15
3S			 225	 89	 98	 39	 56	 22	 98	 39	 46	 18	 60	 133														2.16												76.31
2.5S			 210	 83	 98	 39	 56	 22	 98	 39	 46	 18	 55	 							122													2.02												71.22
2S		 166	 65	 98	 39	 56	 22	 98	 39	 46	 18	 45	 100														1.59												56.30
AC			 107	 42	 98	 39	 56	 22	 98	 39	 46	 18	 40	 89	 1.03												36.29

CONSTRUCTION

 SEAT :		No-sag	Spring	
 BACK REST :	Rubber	Webbing	
 SEAT CUSHION :	D38S	+	D/29
 BACK REST CUSHION :	Loose	Fibre
 SOFA LEGS (front	&	rear) :

code  :		 PLG-049-27L	/	PLG-004-01L	/	
PLG-005-01L	/	PLG-071-01L

material : 	 Plastic
height  :		 50mm	(PLG-049-27L	/	PLG-005-01L)

15mm	(PLG-004-01L)

45mm	(PLG-071-01L)

colour :    27	=	Wenge	/	01	=	Black

* Available in MANUAL (X), ELECTRIC (V), BATTERY (B) 
& ELECTRIC with USB Port (U) Versions
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